
 

EURATECH INDUSTRIES SDN. BHD. (1139734-M)

               ADVANTAGE® HDPE PIPES  



Speci�cation of  
ADVANTAGE® HDPE PIPE (PE100 )

Standard : MS 1058 
Colour      : Black with Stripe Blue  
    Solid Black 

PIPE  PN6.3 (SDR 26) PN 10  (SDR 17) PN 12.5 (SDR 13.6) PN 16 (SDR 11) 
OD Mean WT  Weight Mean WT  Weight Mean WT  Weight Mean WT  Weight 
mm  mm kg/m mm mm mm  
20             2.00 0.12 
25         2.00 0.15 2.30 0.17 
32     2.00 0.19 2.40 0.23 3.00 0.28 
40     2.40 0.29 3.00 0.36 3.70 0.43 
50 2.00 0.31 3.00 0.45 3.70 0.55 4.60 0.67 
63 2.50 0.49 3.80 0.72 4.70 0.88 5.80 1.05 
75 2.90 0.66 4.50 1.02 5.60 1.24 6.80 1.47 
90 3.50 0.98 5.40 1.46 6.70 1.77 8.20 2.12 

110 4.20 1.43 6.60 2.17 8.10 2.62 10.00 3.14 
125 4.80 1.84 7.40 2.76 9.20 3.40 11.40 4.12 
140 5.40 2.33 8.30 3.47 10.30 4.26 12.70 5.13 
160 6.20 3.04 9.50 4.52 11.80 5.56 14.60 6.73 
180 6.90 3.79 10.70 5.71 13.30 7.05 16.40 8.51 
200 7.70 4.69 11.90 7.05 14.70 8.65 18.20 10.50 
225 8.60 5.89 13.40 8.93 16.60 10.98 20.50 13.29 
250 9.60 7.30 14.80 11.00 18.40 13.53 22.70 16.20 
280 10.70 9.10 16.60 13.70 20.60 16.80 25.40 20.30 
315 12.10 11.60 18.70 17.40 23.20 21.48 28.60 25.60 
355 13.60 14.60 21.10 22.10 26.10 27.24 32.20 32.50 
400 15.30 18.60 23.70 28.00 29.40 34.54 36.30 41.30 

         
         WT =  Wall Thickness 

       

kg/m kg/m kg/m



Speci�cation of
ADVANTAGE® HDPE PIPE (PE 80)

Standard : MS 1058 
Colour      : Black with Stripe Blue  
    Solid Black 

FEATURES
Corrosion Resistant 
Chemical Resistant 
Smooth bore 
Abrasion Resistant 
Light Weight 

APPLICATIONS
Water Reticulation 
Domestic Plumbing 
Water Treatment Plant (WTP)
Waste Water Treatment Plant (WWTP)
Sewerage Treatment Plant (STP)
Irrigation 
Conduit Cable Application 

       



ADVANTAGE ® HDPE PIPE 

Euratech Industries Sdn. Bhd. is one of the leading plastic pipes manufacturer
in Malaysia. Our ADVANTAGE® HDPE pipes conforms to  MS 1058 standard 
speci�cations. Our products are tested by SIRIM and approved by all the local
water authorities and SPAN. 

Euratech Industries Sdn. Bhd.  is accreditted to ISO 9001: 2008 Quality System.   
We also provide full technical support to our clients . 
 

Our products are tested to comply with all the standard with all standard
speci�cation requirements in our laboratory: 

 Apprearance, Dimensions, Wall Thickness and Ovality 
 Hydrostatic Strength Test 
 Oxidation Induction Time (OIT)
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